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A. Faucet Body  
龍頭本體

B. Mounting Bolt * 2

C. Braided Hose * 2
編織管

FIXING  CONTENTS
組配件內容

Filtered Water Kitchen Faucet(Lead-Free Brass)
廚房立式龍頭 / 三用龍頭安裝說明

230419000

1. Screw Mounting Bolt into bottom of Faucet Body, insert Braided Hoses through deck hole and screw into the bottom of 
Faucet Body, position Faucet Body on fixture and place Bracket with Bracket Washer and Nuts onto Mounting Bolts, 
and then tighten Nuts securely.

編織管  

2.  Connect Hot & Cold Braided Hoses to angle stops, insert Filter Tube through Sealing Gasket with Nut and screw Nut onto 
Filter Braided Hose.  
 連接冷熱進水編織管 飲用水出水管

 

CAUTION : Prevent The Risk Of Product Damage.

a./ Turn on angle stops (water suppliers) and run for 1 minute before connect supply hose (braided hose & filter braided hose) to faucet body. 

B. Mounting Bolt
金屬牙條

A. Faucet Body
龍頭本體

C. Braided Hose
編織管

E. Bracket Washer
橡皮墊片

F. Bracket
金屬固定片

G. Nut
螺帽

D. Filter Braided Hose 
飲用水編織管∅35

C. Bralded Hose
編織管

D. Filter Braided Hose
飲用水編織管

J. Connector with 
filter (option)
過濾接頭(選購)

供水開關(選購)

Angle Stop (option)

H. Sealing Gasket
止水圈

I. Nut
螺帽

E. Bracket Washer * 1

D. Filter Braided Hose * 1

金屬牙條 橡皮墊片

飲用水編織管
G. Nut * 2

螺帽

金屬固定片
F. Bracket * 1

H. Sealing Gasket * 1
止水圈

I. Nut * 1
螺帽

過濾接頭(選購)

飲用水出水管
Filter Tube

J. Connector with filter * 2 (option)


